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NUCLEAR INSPECTION AND ACCEPTANCE PROCEDURES
COMPACTION OF EARTHWORK WITH MOISTURE AND DENSITY
(General Rewrite)

GENERAL

On selected grading projects, as designated by the engineer, acceptance testing will be
performed on each compaction section of each lift as soon as practicable after the contractor
notifies the inspector that the section is ready for testing. A compaction section is defined as the
lineal length of a lift of relatively uniform soil being placed, which received continuous compaction
until density is achieved.

NUCLEAR MOISTURE AND DENSITY TESTING

Each section shall be divided into approximately five equal subsections. A random spot in each
subsection shall be selected for a nuclear moisture and density test in accordance with | . M

334 as modified by this instruction, and the recorded steps on Form #1258. Correction factors for
nuclear moisture measurements shall be established or verified in accordance with | . M 334,

ACCEPTANCE OF A COMPACTION SECTION

If all the subsection test results are at or above the specified density, the section is acceptable. If
any of the subsection test results are less than the specified density, the following procedures
shall be used for determining acceptability:

Add the five density test results and divide by five to get the average (X) density.
Determine the range (R) of test results by subtracting the lowest value from the highest value.

Determine the percent of compliance with the specified target density by use of Chart A or B
(attached). Each chart has an illustrative example.

A section is considered to be in reasonable conformance when the percent of compliance with the
specified target density is 80% or greater. Sections with less than 80% compliance shall continue
to be compacted or reworked, or both, until 80% is achieved.

The same procedures outlined for the initial testing shall be followed in detail when retesting is
required.

The frequency of testing may be reduced from five tests to one test for determining acceptability
of compaction on irregular or short sections, such as beams, short road intersections, etc., which
are 150 meters (500 feet) or less in length.

Page 1 of 3



Matls. .M. 551

Percant Compliones

Supersedes May 1995

October 3, 2000

v woy) SADA SoBWG snuUjW ONBA 0] (seBio] - (y) eBuny
"4l ‘o i ]

4 ‘€L ‘Tl ‘i ol ‘6 ‘s 'L ‘9 ‘$ 'y ‘€ T L

o
o
134 o=

: + ; fEiss : : =
} ; M T B e R : e as
soHEpE: T g e R SR St iEnE
: I+ . ] g : of utmate s
o E aruandodnE s i3 ke £l 22 B¥Lan ;i 2o0u¢ Te-o.:‘ut
H 5 L g e resh it cant
1t Mty T
59 sesfdi: : TR A
S S3tE] O ot THICH i 0
el e e it ss i
o aEEE R ! _M
1l ..”J. .r.. -nl\.ﬁm e < 1 - : umu i : Lu H 1 s I P.H
h) p (" T yinuangips: 1
¢ 1 i gt
$4 o= 001
aausys-ce $ 1 .“ 2 : .
e 13 - 1
osHT ] 352 = : 22iges o
HH g : o th suoydwor juedied: |HT
R o : eBuny | B
i} ‘
s Bt : H Sqdnnes: : : _ sinsey 4so1 § - | HEHHEHTOL
T H HH - by uopodwo) eAyp|eY (X) jusdied eBoieAy
s E ! ’ " epdwoxy.
L + N W 4+ (44
FHH HH] _ T H uolPDdWo) SAHDNY %SH - ONDA uUOHDIYIdedS j8BiD] tot
1 1T R - H
06 : SINIWINVEW3 - 14VHD IDONVITdWOD |f
H T H ol
T -
6 S fol
. pd .
: STYINEIVW JO FOIIJ0 «@w : ”ol
] k4
66 : 51 NOISIAIQ AVYMHOIH #!....ﬁ
L] Aﬁ L1 H H
ettt L s ST T e e e T LT t 201

Page 2 of 3




Matls. .M. 551

g Hoy> - SABA ISejiPwS SAUW SnBA (39 jselinq - (y) oBusy

i ‘o $1 ‘i ‘€l Tl " ‘ot ‘6 ‘s 4 ‘Y s Y € T 't

Supersedes May 1995

October 3, 2000

Percont Compliance

rY
¥
+H 16
111 + e
] 3t
[S e 1.
0 _ : . ciifTiic sty -t hri ve
H HEH 31TH o4
os T Edydsipadsnys
siisgeap ae-adbpsy ghlzagil
59 sass P o HIHE £6
T 1 1T TR It
380952 <ns388 HH T THHE
0L A EHH M..wﬂ..u.?ﬂ. [3esssy ;1w .r: v6
Ho AL HHH
11 b
§¢ S ratrerTany A1 .56
THEE 1 i ;
H L i H 4 T_. 96
°. et ar O.OO conmasessassentasesseniasesnannsinn OVEU_—&EOU or-.uh'&
] 0's e oBupy
HH i grlg - synsey ise) § 26
§8 | Y 1 uopodwo) ALY (X) Iuediey eBoIeAy
H 321 ] lo|dwoxy
RAgavL
5 ..x*t....: 0%
¥ s ....u.ﬁunu.n., 1| uowodwo) eAudieY % o6 - SNDA UOHDIYIEdS j8BiD]
: H § SINIWINVEW3I - LIVHD IDNVIIdWOD
: i s 66
N 101 TR I
5 i e Hifih ool
R iin 14 4y : 1
RN P i TR T
it STYINALYW 4O HOIJJIO i H o1
. NOISIAIQ AYMHOIH ¥ ¢ TR
: anscIRnsabd Hiphetedad bedle sassh
LLL 22328 - R e o bR S SBEE S SR G e ad b RRERASEARE AR TS G AARE Andoanarnu, ..JL h—\— Lteds Jn ‘e NQ—

SHNseY sise| ¢ - uopedwio) sauDiey (uedseyd (X) eloieay

Page 3 of 3



	GENERAL
	NUCLEAR MOISTURE AND DENSITY TESTING
	ACCEPTANCE OF A COMPACTION SECTION

